
FROST LINE

(NOT SUPPLIED)
INSULATION

REMOVABLE CAP

3/8" SUPPLY TUBING

BREATHER TUBING

ACTUATION TUBING
(TO PUSH BUTTON)

CHECK VALVE

RIGID 1/2" IPS FITTINGS

MINIMUM 5 CUBIC FEET POROUS
GRAVEL FILL (NOT SUPPLIED)

F.D.A. AND NSF APPROVED
HIGH PRESSURE HOSE.

1/2" IPS SUPPLY FROM
SHUTOFF (NOT SUPPLIED).

18"
457mm

TO FROST LINE

MIN.

PVC PIPE, TRIM TO
DESIRED LENGTH.

914mm
36" MIN.

67"
1702mm MAX.

TO

8-1/2"
216mm

(TO ATMOSPHERE ABOVE GROUND)
SECURE 1" CLAMP

AROUND 1/2" ELBOW
(DO NOT OVERTIGHTEN)

(SUPPLY HOSE ASS'Y SUPPLIED)

(VALVE ASS'Y)

VALVE BOX (NOT SUPPLIED) 

(UNION NOT SUPPLIED)

5867 PRESSURE REGULATOR (SEE NOTE 1)
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INSTALLATION

5362

2018

FV

FOAM INSULATION

PVC "Y" ASSEMBLY

4 1/2"  MIN
114mm

36"
914mm

LIFT ROD WITH SUPPLIED 1" CLAMP
(USE TO LOWER/RAISE VALVE ASSEMBLY)

GROUND LEVEL



127mm

12"
305mm MIN.

610mm
24" MIN.

DIA.

(AT BASE)
1270mm

50"

102mm
4"

90°

(NOT SUPPLIED)

FROST LINE

1-1/4" IPS
WASTE

2134mm

635mm
±4" [102mm]

OPENING

25"

84" DIA.

25"

MINIMUM 5 CUBIC FEET POROUS
GRAVEL FILL (NOT SUPPLIED)

90°

635mm
BELOW FROST LINE

MIN.

FROST LINE. (REFER TO
REQUIRED DEPTH BELOW

INSTALLATION INSTRUCTIONS).

90°

1/2" IPS SUPPLY
(NOT SUPPLIED)

FINISHED GRADE

MIN.

5"

12"
305mm MIN.
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1/2"-UNC BOLTS

GROUND LEVEL

30" SQUARE
CONCRETE SLAB
(NOT SUPPLIED)

CONCRETE ANCHORS

MINIMUM 5 CUBIC FEET POROUS
GRAVEL FILL (NOT SUPPLIED)

FROST LINE

PACKED SAND

DESIRED LENGTH.
PVC PIPE, TRIM TO

PVC "Y" ASSEMBLY

REMOVABLE CAP

VALVE BOX (NOT SUPPLIED)
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GROUND LEVEL


